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MP-200UHPI
140W USB-C Power Injector

Key Highlights
• PD 3.1 with 140W injection
• 4K@60Hz 4:4:4 video support
• SST/MST output support
• USB-C + HDMI dual video output
• Up to 10Gbps USB 3.2 Gen 2 data rate
• Switchable USB-C OUT power
• Firmware upgrade via USB-C
• USB-C input with locking hole

Technical Specifications

Specification Details

Input 1 × USB-C

Output 1 × USB-C, 1 × HDMI Video

Video Input Up to 4K@60Hz 4:4:4

Video Output Up to 4K@60Hz 4:4:4

USB Data Rate 10Gbps

USB Device Power 0 / 15W

PD Standard PD 3.1

Power Consumption 3W (Exclude USB device load)

Dimensions 70(W) × 20(H) × 90(D) mm

Net Weight 165g

Operating Temperature -5 ~ +55 °C

Storage Temperature -25 ~ +70 °C

Relative Humidity 10% ~ 90%

System Diagram
The source manual’s system diagram shows a laptop connected to the MP-200UHPI through USB-C, with HDMI and USB-C outputs feeding
displays; the USB-C power path provides charging/power injection.
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Package Contents
• 1 × MP-200UHPI
• 1 × User Manual

Version: 2026V1.0



